
 

 

 

 

 

 

 

 

 

 

 

 
 

 
 

 

 

 

 

 

 

 

 

 

Applications: orchards and plantations, especially 

table grapes and bananas, or any other full coverage 

irrigation in orchards 

12° low angle body with lower trajectory for optimal 

undertree irrigation 

Unique hammer with SD (super-diffuser) plate for 

uniform distribution 

Operating pressure range: 1.5 – 4.0 bar 
High uniformity even at low pressure (1.5 bar) 
Color-coded bayonet nozzles for easy service 
Resistance to UV radiation and accidental impact 
Optional with Anti-theft adaptor 
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     Chave para 
    Adaptador anti-roubo

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

* MSH – Maxima Altura do Jato d’água (a partir do bocal) 

* Tabela de desempenho elaborada sob condições de laboratório 

* Em condições de vento, considerar espaçamentos menores para  

melhor uniformidade. 

Aspersor Sub-Copa (Ângulo Baixo) 
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Vermelho 

 
 

2.5 

Roxo 

1.5 285 14.0  

 
100 

2.0 350 16.0 

2.5 390 17.0 

3.0 430 18.0 

3.5 460 18.0 

4.0 490 18.0 

 
 

2.8 

Laranja 

1.5 365 16.0  

 
110 

2.0 450 18.0 

2.5 500 19.0 

3.0 550 19.0 

3.5 590 20.0 

4.0 630 20.0 

 
 
 
 
 
 
 
 

Preto 

 

 
3.0 

Vermelho 

1.5 430 17.0  

 
120 

2.0 500 18.0 

2.5 560 19.0 

3.0 615 20.0 

3.5 670 21.0 

4.0 715 21.0 

 

 
3.2 

Verde 

1.5 510 17.0  

 
125 

2.0 595 18.0 

2.5 670 19.0 

3.0 735 20.0 

3.5 790 21.0 

4.0 845 22.0 

 

 
3.5 

Azul 

1.5 580 18.0  

 
127 

2.0 675 19.0 

2.5 755 20.0 

3.0 830 21.0 

3.5 900 22.0 

4.0 965 23.0 

 

Adaptador anti-roubo 

Aspersor plástico SD de impacto 
sub-copa com rosca macho de 1/2″, 
ângulo baixo (12⁰) e baixo volume 

Aplicações: pomares e plantações, principalmente uvas de mesa e 

bananas ou qualquer outra irrigação de cobertura total 

 

•  Corpo de ângulo baixo de 12 ° com menor trajetória para otimizar 

a irrigação sub-copa 

• Exclusivo mecanismo SD (super difusor) para distribuição uniforme 

de água 

• Faixa de pressão operacional: 1,5 - 4,0 bar 

• Alta uniformidade, mesmo em baixa pressão (1,5 bar) 

• Bocais baioneta com código de cores para fácil manutenção 

• Resistente à radiação UV e impacto acidental 

• Opcional com adaptador anti-roubo 

TABELA DE PERFORMANCE 


