RAIN I BIRD.

Pressure Compensating On-Line Emitter

Drip Irrigation

Pressure Compensating On-Line Emitters

Rain Bird pressure compensating online emitters offer precise water application with a self-flushing action at an excellent value.

Features

« Easy To Use
- Self-piercing barbs for easy installation, no tools needed

« High-Performance Design
- Uniform flow across pressure range
- Compact, unobtrusive profile
- Made to withstand chemical and UV degradation
- Superior debris flushing

« Versatile
- Widest selection of flow rates 0.5 - 24 gph (1.9 - 91 Iph);
color-coded flow rate

- Pairs with Micro-Quick™ systems to improve irrigation
efficiency and save water

- Works with all 1/4" tubing

« Packaging Data
- PC Emitters can be ordered in standard increments of 250,
master cartons of 5,000, and pallet quantities of 90,000
- PC Emitters can be ordered in bulk increments of 8,000 and
bulk pallet quantities of 144,000

Barbs with Self-Piercing Inlets
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Flow Rate: 0.5 gph (1.9 I/h)
Model: PCEM05SPB
Bulk Model: PCEMO05SPBB

Flow Rate: 1 gph (3.8 1/h)
Model: PCEM10SPB
Bulk Model: PCEM10SPBB

Flow Rate: 2 gph (7.6 I/h)
Model: PCEM20SPB
Bulk Model: PCEM20SPBB
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Flow Rate: 5 gph (18.91/h)
Bulk Model: PCMOD05BB

Flow Rate: 7 gph (26.5 1/h)
Bulk Model: PCMOD07BB

Flow Rate: 10 gph (37.9 1/h)
Bulk Model: PCMOD10BB
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Flow Rate: 18 gph (68.11/h)
Bulk Model: PCMOD18BB

Flow Rate: 12 gph (45.41/h)
Bulk Model: PCMOD12BB

Flow Rate: 24 gph (90.9 I/h)
Bulk Model: PCM0OD24BB

o——— Barbed outlet

o—— Silicone Diaphragm

Self-Piercing Inlet for
easy installation
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Call 1-800-HELLO-AG for technical data and quotes

for Pressure Compensating Micro-Quick Sprays.




